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MANURE SOLIDS SEPARATOR - DETAILS PICKET FENCE SCREEN

STANDARD DWG. NO. FL-801A2

DATE 12/02 SHEET 0F

19"

T2
_r
CONCRETE T0 SECURE
47X 4" POST
SECTION
N.T.S

T ___" DIA.SCHAD PVC PIPE

TO WASTE STORAGE POND

DETAILS -

4&?

USE 77x 3%’ DIAM. GALVANIZED LAG BOLTS
T0 FASTEN THE 4"x 4" HORIZONTAL
POST T0 THE VERTICAL 4”x 4" POST(::)

A

4" DEEP x 5" WIDE SLOT
PLACED IN THE CONCRETE TO
POSITION THE 4"x 4"

10"

SECTION
N.T.S
DO NOT SECURE_HORITZONAL
BUARDS TO VERTICAL POST
- PLACE A 247 WIDE x 3" DEEP sLOT

ON EACH SIDE TO PLACE THE

\
! TREATED 2" x 6" BOARDS IN.
| THE GROOVE WILL START 6"

‘ FROM THE BOTTOM

T

4" X 4" p.T.

CONCRETE TO SECURE _ ~ V
47X 4" POST 4‘4‘*///717

PICKET FENCE SCREEN

|
POST |

12"

SECTION

N.T.S.
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NATURAL RESOURCES CONSERVATION SERVICE

UNITED STATES DEPARTMENT OF AGRICULTURE

File No.

BILL OF MATERIALS FOR PICKET FENCE SCREEN
(BASED ON 3'-4" WALL HEIGHT)

ITEM DESCRIPTION LENGTH QUANTITY
(::) PRESSURE TREATED 4”x 4" FULL CUT 86" 2
<::> PRESSURE TREATED 2" x 6" 8’4" 4

SKIMVER BOARDS
<::> PRESSURE TREATED 4” x 4" POST 50" 1

PLACED 1'-6" DEEP IN CONCRETE
<::> PRESSURE TREATED 4" x 4" POST 304" 19
<::> GALVANIZED LAG BOLTS 7"x %" Dia. 38
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